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Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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NATIONAL FOREWORD 

This Indian Standard which is identical with ISO 21 951 : 2001 'Coated abrasives — Plain discs with holes for 
dust extraction' issued by the International Organization for Standardization (ISO) was adopted by the Bureau 
of Indian Standards on the recommendation of the Abrasives Sectional Committee and approval of the 
Production and General Engineering Division Council. 

The text of ISO Standard has been approved as suitable for publication as an Indian Standard without 
deviations. Certain terminology and conventions are, however, not identical to those used in Indian Standards. 
Attention is particularly drawn to the following: 

a) Wherever the words 'International Standard' appear referring to this standard, they should be read as 
'Indian Standard'. 

b) Comma (,) has been used as a decimal marker while in Indian Standards, the current practice is to 
use a point (.) as the decimal marker. 

The technical committee has reviewed the provision of the following International Standard referred in this 
adopted standard and has decided that it is acceptable for use in conjunction with this standard: 

International Standard Title 

ISO 554 : 1 976 Standard atmospheres for conditioning and/or testing — Specifications 

The requirement of BIS Certification Marking is given in National Annex A. This requirement is part of this 
standard. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final 
value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance 
with IS 2 : 1 960 'Rules for rounding off numerical values (rew'sed)'. The number of significant places retained 
in the rounded off value should be the same as that of the specified value in this standard. 



NATIONAL EXPLANATORY NOTE 

The Sectional Committee responsible for formulation of this standard has reviewed the provision of 3.2 
of Test Conditions mentioned in this standard which is deviating from national standard test condition as 
given at 3.1.1 of IS 196 : 1966 'Atmospheric conditions for testing (revised)'. It has been found that it 
would have great advantages on the grounds of international comparability. 
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Indian Standard 

COATED ABRASIVES — PLAIN DISCS WITH HOLES 

FOR DUST EXTRACTION 



1 Scope 

This International Standard specifies the nominal dimensions of plain discs with holes for dust extraction. 

Plain discs in accordance with this International Standard are intended for use on disc sanders with dust extraction. 

2 Normative reference 

The following normative document contains provisions which, through reference in this text, constitute provisions of 
this International Standard. For dated references, subsequent amendments to, or revisions of, any of these 
publications do not apply. However, parties to agreements based on this International Standard are encouraged to 
investigate the possibility of applying the most recent edition of the normative document indicated below. For 
undated references, the latest edition of the normative document referred to applies. Members of ISO and lEC 
maintain registers of currently valid International Standards. 

ISO 554:1 976, Standard atmospheres for conditioning and/or testing — Specifications. 

3 Types and dimensions 

3.1 Types 

See Figures 1 and 2 and Table 1 . 
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Figure 1 — Type A disc 



Figure 2 — Type B disc 



Table 1 — Dimensions 



















Dimensions i 


n millimeters 


Type 


Nominal 
code 


^1 


Limit 
deviations 


^2 

±1 


^3 

±1 


^4 

±0,5 


H 

+ 0,5 


a 


Number 
of holes 
per circle 


A 


1 


80 


+ 1,5 


50 


— 


10 


— 


— 


6 


2 


100 


65 


8 


3 


115 


+ 1,5 


41 


6 


4 


4 


115 


65 


— 


8 


5 


125 


+ 2 


41 


6 


4 


6 


125 


65 


— 


8 


7 


125 


72 


— 


5 


8 


150 


65 


6 


8 


9 


150 


65 


— 


8 


10 


150 


80 


— 


6 


11 


150 


120 


— 


6 


12 


150 


120 


18,5 


8 


13 


200 


128 


— 


8 


B 


1 


150 


+ 2 


65 


116 


6 


22,5° 


2 


180 


90 


140 


12 


3 


200 


+ 2 


105 


150 


12 


4 


230 


105 


150 


14 



in accordance with ISO 554 
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3.2 Test conditions 

The limit deviations given in Table 1 are valid under the following conditions: 

Temperature: 20 °C 2 °C 

Relative humidity: 65 % 5 % 
When plain discs are tested they shall be stored for at least 24 h under the above conditions. 

4 Designation 

A plain disc with holes for dust extraction conforming to this International Standard shall be designated by 

a) "Abrasive disc"; 

b) reference to this International Standard, i.e. ISO 21951 ; 

c) type A or B; 

d) nominal code. 
EXAMPLE A plain disc of Type A with nominal code 4 is designated as follows: 

Plain disclSO 21951 A 4 

5 Marking 

Plain discs with holes for dust extraction shall be marked with 

a) grain size; 

b) manufacturer, supplier, importer or their registered trademark. 
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NATIONAL ANNEX A 

{National Foreword) 

A-1 BIS CERTIFICATION MARKING 

The product may also be marked with the Standard Mark. 

A-1.1 The use of the Standard Mark is governed by the provisions of the Bureau of Indian Standards 
Act, 1986 and the Rules and Regulations made thereunder. The details of conditions under which the 
licence for the use of the Standard Mark may be granted to manufacturers or producers may be obtained 
from the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of 
goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of the these publications may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in the 
course of implementing the standard, of necessary details, such as symbols and sizes, type or grade 
designations. Enquiries relating to copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are 
also reviewed periodically; a standard alongwith amendments is reaffirmed when such review indicates 
that no changes are needed; if the review indicates that changes are needed, it is taken up for revision. 
Users of Indian Standards should ascertain that they are in possession of the latest amendments or 
edition by referring to the latest issue of 'BIS Catalogue' and 'Standards: Monthly Additions'. 

This Indian Standard has been developed from Doc No.: PGD 09 (1071). 

Amendments Issued Since Publication 
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